


. Self-cleaning, self-training spiral idlers solve many material build-up problems

. Resists abrasion, corrosion, and gouging
. Positive contact seals keep dirt and dust out, grease in
. Simple removal and replacement
. Smooth, catenary idler curve prolongs belt life
. Urethane spiral outwears neoprene and natural rubber
. Unique, double-spiral design produces a positive cleaning action that continually cleans
both belt and idler surface
‘ : FDSRL?EESIE-DLBESU U-130 TROUGHING
) ‘ %7‘ i va?tth A B © D E F WT.
F § [jM 18 27 19172 29 5/8 21/8 7 3/8 1 23
L § 7777777777777777777777777777777777777777777777 24 33 24172 34 1/2 3172 7112 12 3/8 26
. T’:‘:::::::t:::::::::::::::J:T 30 39 30 3/8 40 1/2 41/8 81/2 137/8 29
- »wa ) ) o 15/‘64 36 45 36 1/4 46 1/2 45/8 8172 14 3/8 32
| %48 U-130 TROUGHING (with heavy-duty Impact Stands)
va(::tth A B © D E F WT.
18 27 191/2 | 28 13/16 21/8 713116 111/8 28
L i 24 33 24172 34 13/16 3172 7112 12716 31
A *f lﬁ/ : 30 39 303/8 | 4013/16 41/8 8172 13 15/16 34
<LorTeD H;LES : 36 45 36 1/4 | 46 13/16 45/8 8172 14 7116 37
ron T ot pes 42 51 41 3/4 53 1/2 413/16 8 3/4 14 5/8 60
48 57 47 3/4 59 1/2 53/8 91/8 15716 64

M. T. HANGER BRACKET

U-131, 131 RETURN

. 5
N W& i FBQ‘ Belt Width A B c D
ci ‘ !

R !
, I = i $ 18 27 27 118 12
WW 8° TO 10°

| 3" DIA. FOR 18 TO 36 EEST‘T/SP DHIDAL.ESBDLTS 2 > > v 3
e Din. FOR 47 & 08 30 39 39 7116 14
36 45 45 9/16 15

42 51 49 7/8 716 18

48 57 55 7/8 9/16 19

Hewitt-Robins

CONVEYOR COMPONENTS
129 Enterprise Drive, Pueblo West, CO 81007
Phone: (205) 487-1931 Fax: (205) 487-1935

E-mail; sales@hewitt-robins.com
Website: www. hewitt-robins.com

Call 1-800-388-7701 for the distributor nearest you.
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